Description

GGU-LABPERM - Evaluation and
visualisation of permeability tests.

You can evaluate tests with
e Constant head and
e Falling head

Capalbilities:

e Input of 10 tests maximum

e Data import from Wille or trifolium
data loggers

e Determination of minimum, mean, mean
log., maximum and final permeability

e Water volume determination with
temperature correction

e Determination of permittivity

e free diagram table layout with data
determined by the program and
user-defined texts

e Visualisation and smoothing out method
for measured values curve can be edited

e User-defined diagram axis

e Time axis unit can be selected

e Measured test result data can be edited
graphically

e Results output table

e Measured values export to ASCII file

® Automatic annex numbers generation for
output table

e User-designed output sheet

e Print or copy screen sections, e.g. for
transfer to a word processor

e Integrated Mini-CAD system for additional
annotation of graphics

Program Details

88U-04-003

OPERATING SYSTEM
Windows 7/8/10

ARTICLE NUMBER
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File Edit Grophics preferences  Output preferences _Info

restng matoa: st
Edited by: K8 Date: 22.05.18
General: Soil type: Protective layer
Testno: Length / Area: 11.94/71.48
Sampling location: Test field Hydraulic gradient: 8.46
Depth: 2nd layer k (10°) [m/s]: 1.064E-§
Test with falling head
Date Time Height k
[em] [mis]
16.05.2001 9:40:00 139.60
1.5-10°
16.05.2001 9:40:30 135.10
— 18- 10°
16.05.2001 9:41:00 130.10
0.02 18.00 12-10%
16.05.2001 9:42:00 123.60
0.02 18.00 14 - 10"
16.05.2001 9:43:00 116.60
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LABORATORY ANALYSIS
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Company

C Civilserve GmbH - Exclusive distribution GGU-Software )

Phone: +49 (0) 5492 - 60 99 99 6 - E-Mail: info@ggu-software.com
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( Civilserve GmbH - Exclusive distribution GGU-Software )

- E-Mail: info@ggu-software.com

Phone: +49 (0) 5492 - 60 99 99 6
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